DEFINITIONS
Marsden Point Mill

hyJOIST | Engineered I-Joist*

Untreated H3 LOSP Treatment to AS/NZS 1604.4 Fixed Length in Stock Cut to Increments of 0.6m Distribution Centre

Product code Dimensions UT FL @ DC H3FL@DC
HJ 200 - 45 200 x 45 x 36mm ALLCTI ALLCTI
HJ 240 - 63 240 x 63 x 36mm 3.6,4.2,48,54,6.0,6.6,7.2,7.8,84,132m 3.6,4.2,48,54,6.0,6.6,7.2,7.8,84,12/13.2m"
HJ 240 - 90 240 x 90 x 36mm 54,132m 54,12/13.2m"
HJ 300 - 63 300 x 63 x 36mm 3.6,4.2,48,54,6.0,6.6,7.2,7.8,84,132m 3.6,4.2,48,54,6.0,6.6,7.2,7.8,84,12/132m
HJ 300 - 90 300 x 90 x 36mm 6.06.6,13.2m 6.0,6.6,12/132m"
HJ 360 - 63 360 x 63 x 36mm 6.6,13.2m 6.6,12/13.2m"
HJ 360 - 90 360 x 90 x 36mm ALLCTI ALLCTI
HJ 400 - 90 400 x 90 x 36mm ALLCTI ALLCTI
For other length availability contact the Technical Helpline 0800 808 131.  * See over page for Process Lead times
Product code Dimensions UT FL@DC H3 FL @ DC
HS 150 x 45 150 x 45 mm 30,3.6,4.2,48,54,6.0,6.6,7.2,132m 3.0,36,42,48,54,60,6.6,72,78,12/13.2m"
HS 170 x 45 170 x 45 mm 3.0,3.6,4.2,48,54,6.0,6.6,7.2,13.2m 3.0,36,4.2,48,54,60,6.6,7.2,12/132m"
HS 200 x 45 200 x 45 mm 30,3.6,4.2,48,54,6.0,6.6,7.2,7.8,84,13.2m 30,36,42,48,54,60,6.6,7.2,7.8,84,12/132m"
HS 240 x 45 240 x 45 mm 3.0,36,42,48,54,6.0,6.6,7.2,7.8,84,13.2m 3.0,36,4.2,48,54,6.0,6.6,7.2,7.8,84,12/132m"
HS 300 x 45 300 x 45 mm 30,3.6,4.2,48,54,6.0,6.6,7.2,7.8,84,13.2m 3.0,3.6,4.2,48,54,6.0,6.6,7.2,7.8,84,12/13.2m"
HS 360 x 45 360 x 45 mm 54,60,66,72,13.2m 54,6.0,66,7.2,12/132m"
HS 400 x 45 400 x 45 mm ALLCTI ALLCTI
-
HS 150 x 63 150 x 63 mm AllCTI Al CTI
HS 200 x 63 200 x 63 mm 4.2,54,6.0,6.6,132m 42,5.4,6.0,6.6m,7.2,12/13.2m"
HS 240 x 63 240 x 63 mm 48,54,6.0,6.6,13.2m 48,5.4,6.0,6.6,7.2,7.8,12/13.2m"
HS 300 x 63 300 x 63 mm 54,6.0,6.6,7.2,132m 54,6.0,6.6,7.2,12/13.2m"
HS 360 x 63 360 x 63 mm 6.6,13.2m Al CTI
HS 400 x 63 400 x 63 mm Al CTI AICTI
HS 450 x 63 450 x 63 mm AllCTI Al CTI
HS 600 x 63 600 x 63 mm Al CTI AllCTI
For other length availability contact the Technical Helpline 0800 808 I31.  * See over page for Process Lead times

hyONE | Structural LVL*

Product code Dimensions H3FL@DC H3 FL @ MP Pack size
HO 240 x 90 240 x 90 mm 5.4,7.2m 48,54,6.0,7.2m 10
HO 300 x 90 300 x 90 mm 54,7.2m 4.8,54,6.0,7.2m 8
HO 360 x 90 360 x 90 mm 54,7.2m 48,54,6.0,7.2m

HO 400 x 90 400 x 90 mm 5.4,7.2m 4.8,54,6.0,7.2m 6

* See over page for Process Lead times

hyCHORD | LVL Truss Chords*

Product code Dimensions UTFL@DC H3 FL@DC UT & H3 FL @ MP Pack size
HC 90 x 35% 90 x 35 mm Nil Nil 6.0,7.2m 65
HC 90 x 45 90 x 45 mm 6.0m 6.0,7.2m 6.0,7.2m 65
HC 115 x 45 115 x 45 mm Nil Nil 6.0,7.2m 50
HC 140 x 45 140 x 45 mm 6.0m 6.0,7.2m 6.0,7.2m 40
HC 190 x 45 190 x 45mm 6.0m 6.0,7.2m 6.0,7.2m 30

* See over page for Process Lead times

hy90 | Structural Beams and Lintels*

Product code Dimensions H3 FL @ DC H3 FL @ MP Pack size
HY 150 x 90 150 x 90mm 54,7.2m 48,54,6.0,7.2m 16
HY 200 x 90 200 x 90mm 48,7.2m 4.8,54,6.0,7.2m 12
HY 240 x 90 240 x 90 mm 48,7.2m 4.8,5.4,6.0,7.2m 10
HY 300 x 90 300 x 90mm 5.4,7.2m 48,54,6.0,7.2m 8
HY 360 x 90 360 x 90mm 5.4,7.2m 48,54,6.0,7.2m 6
HY 400 x 90 400 x 90mm 5.4,7.2m 4.8,5.4,6.0,7.2m 6

* See over page for Process Lead times

hyPLANK | LVL Scaffold Planks

Product code Dimensions FL Pack size
HP 3.0m 230 x 42mm 3.0m 25
HP 3.6m 230 x 42mm 3.6m 25
HP 42m 230 x 42mm 4.2m 25
Soleplates 230 x 42mm 0.5m 200




TRUFORM | Formwork Beams

Product code Dimensions FL Pack size
in TF 95 x 47 95 x 47mm 5.4m, 6.0m 84
s TF 95 x 65 95 x 65mm 4.8m, 6.0m 60

TF 150 x 77 150 x 77mm 5.4m, 6.0m 32

EDGEFORM | LVL Formwork edgeboards

Product code Dimensions FL Pack size
EF 100 x 36 100 x 36mm 6.0m 50
EF 150 x 36 150 x 36mm 6.0m 40
EF 200 x 36 200 x 36mm 6.0m 30
EF 240 x 36 240 x 36mm 6.0m 25

RIMBOARD | Boundary Joists for hyJOIST and hySPAN Mid Floors

Product code Ecoply (DD Grade H3.2 Treated)
RB 200 200 x 2400 x 25 mm
RB 240 240 x 2400 x 25 mm
RB 300 300 x 2400 x 25 mm
RB 360 360 x 2400 x 25 mm
RB 400 400 x 2400 x 25 mm

Metalex Premixed - End Seal Preservative

500ml tin ex DC

H3 product has been treated to an envelope penetration pattern. If this protective envelope is broken by such actions as cutting, drilling or machining, suitable remedial action to repair the envelope shall be applied to the cut surfaces. Carter Holt Woodproducts
recommends a generous brush application of Metalex which is a insecticide wood preservative containing copper napthenate.
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